. NESOTLD, INC.
MATERTAL SAFETY DATA SHEET NPCA 1-72
FOR COATINGSy RESINS, AND RELATED MATERIALS
CQPPPJVEU BY US DEPARTMENT 0OF LAROR MESSENTIALLY SIMILAR™ TO FORM QOSHA-20)

SECTION I

DESOTO, INC. 1700 5. MT, PROSPECT ROAD
AOMINISTRATIVE AND RESEARCH CENTER : DES PLAINES, ILLINDIS 60018
EMERGENCY TELEPHONE (312) 291-8GC0C . DMS 2115 "j/ 5é

L%, w ed - Fleat
PRODUCTY CLASS MANUFACTURERS CODE IDENTIFICATION

MODIFIED POLYESTER 824X314

TRADE NAME SUPER DESOTHANE #31136-- DATE (OF PREPARATION 09/16/82

SUPERSEDES 91722782 MSDS

Sodedoiooioiolookoeioiioiokioiskk SECTTION TI-HAZARDOUS INGREDIENTS socksecikshsioksiodsioesiokoi foloeioiioksk

INGREDIENT % By TLYV VAPOR

WEIGHT PPH MG/CULM LEL PRESSURE

3 20 DEG C
SILICA-AMORPHOUS 15.0 5 TOTAL N& NA
CADMIUM PIGMENT 5.0 0.065 AS CD NA NA
METHYL ISOBUTYL KETONE-SKIN 10.0 50 205 1.4 15
2=-ETHOXYETHYL ACETATE-SKIN i 25.0 50 270 1.8 2.0
ETHYL ACETATE 5.0 400 1400 2.2 16
BUTYL ACETATE i10.0 159 710 1.7 8.0
ORGANO TIN CGMPBUND—SKI\ < 0.1 3.1 AS SN NA NA
LEAD CHROMATE MOLYBDATE PIGMENT < 1.0 0.05 AS PB,0.05CR NA NA

PERCENT BY WEIGHT:
TO NEAREST 5%, PLUS OR MINUS 5%, FOR SUBSTANCES 5-957%3
<5.0 FOR SUBSTANCES 0.5-5.0%;
0.5 FOR SUBSTANCES 0.0-0.57%.

% ACGIH NOTICE OF INTENDED CHANGE, 1382 TLV-TWA=3PPM NE = NOT ESTABLISHED
NA NOT APPLICABLE
sk oo kRl SECTION III-PHYSICAL DATA soiiisiokiskiomiiookiuiriii:

PROPERTY MEASUREMENT

BOILING RANGE 171.0 710 3213.0 DEG F. 77.0 TN 156.0 DEG C.
2760 MM HG

- - ——— — i —— - - —— .- ———— -

VAPOR DENSITY X HEAVIER LIGHTER THAN AIR
WEIGHT PER GALLON 9.6 LBS.
PERCENT VOLATILE BY VILUME 51.4
EVAPORATION RATE FASTER X SLIWER THAN ETHER

BOE-C6-0190034
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;
solopeokiooeooo ook SECTION TV-FIRE AND EXPLOSION DATA sscmistokomiomcoion

DAT CATEGORY FLAMMAEBLE LIQUID FLASH POINT 31.0 DEG F.
3SHA CATEGORY FLAMMABLE LIQUID-CLASS I B (CLOSED CuP) -0.6 DEG C.
LOWER EXPLOGSIVE LIMIT SEE I '

EXTINGUISHING MEDIA: USE NATIONAL FIRE PRIOTECTION ASSCCIATION CLASS B
EXTINGUISHERS (CARZ0ON DIOXIDE, DRY CHEMICAL OR FOAMD,

UNUSUAL FIRE AND EXPLOSION HAZARDS: KEEP CONTAIMNERS TIGHTLY CLOSED. ISOLATE

FROM HEAT, FLECTRICAL SQUIPMENT, SPARKS AND OPEN FLAME. CLOSED CONTAINERS MAY

EXPLODE WHEN EXPOSED TO EXTREME HEAT. DO NOT APPLY TO HOT SURFACES.

SPECIAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE. WATER MAY

5F USED TO COOL CLOSED CONTAINERS TGO PREVENT PRESSURE BUTILD-UP AND POSSIBLE

A TO IGNITION OR EXPLOSION WHEN EXPJSED TO EXTREME HEAT. IF WATER IS USED, FOG
JZZLES ARE PREFERPABLE. WEAR NWIDOSH APPROVEID SELF-CONTAINED BREATHING APPARATUS

&ND PROTECTIVE CLOTHING TO PREVENT CONTACT WITH SKIN,.

skl SECTION V-HETALTH HAZARD DATA sksoicfoiosoiaaioiomioion oo iisiss

THRESHOLD LIMIT VALUE: SEE II (NOT ESTABLISHED FOR PRODUCT)

EFFECTS OF QOQVEREXPOSURE:

INHALATION: ANESTHETIC. IRRITATION OF THE RESPIRATORY TRACT OR ACUTE NERVOUS
SYSTEM DEPRESSION CHARACTERIZED B3Y HEADACME, DIZZINESS, STAGGERING GAIT,
CONFUSIUN, UNCONSCIQUSNESS OR COMA.

SKIN OR EYE CONTACT: PRIMARY TRRITATION.
OTHER HEALTH EFFECTS3

REPRODUCTIVE AND BLOID DISORDERS AND BIRTH DEFECTS HAVE BEEN OBSERVED IN
TESTS OnM LABORATORY ANIMALS WITH 2-METHOXYETHANCOL, 2-ETHOXYETHANOL, AND
2-ETHOXYETHYL ACETATE. SECAUSE THIS PRODULCT CONTAINS AT LEAST ONE OF THESE
SOLVENTS, HANOLING PRECAUTIONS AS GUTLINED IN SECTIONS VIII AND IX SHOULD BE
CAREFULLY FOLLOWED TO AVDID QVEREXPOSURE.
EMERGENCY AND FIRST AID PROCEDURES:? INHALATION: REMOVE FRQOM EXPOSURE.
RESTORE 3REATHING. KEEP WARM AND QUIET. NOTIFY A PHYSICIAN., SKIN CONTACT:
WASH AFFECTED AREAS WITH WATER. REMOVE CONTAMINATED CLOTHING. CONSULT A
PHYSICIAN. EYE CONTACT: SLUSH WITH WATER FOR 15 MINUTES. CONSULT A PHYSICIAN.
INGESTIONS CONSULT 4 PHYSICIAN,.
Sedesolok oo oioerekoisiokeksisok ot SECTION VI-REACTIVITY DATA sidsioksk st ste e diesinsiesiosioiesiesinloiaie el nesiesle
STABILITY: UNSTABLE X STABLE
INCOMPATISILITY (MATERIALS TO AVDID):

HAZARDOUS DECOMPOSITICN PRODUCTS:
PRIDUCTS OF COMBUSTION ARE HAZARDOUS

HAZARDGOUS POLYMZRIZATION: MAY OCCuR X WILL NOT DCCUR

CONDITIONS TO AVOIO:

BOE-C6-0190035
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‘
Sesedsnokdsseks ikl SECTION VII-SPILL OR LEAK PROCEDURE Skl doktokloiioksisiols:

STEPS TQ BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: REMOVE ALL SOURCES
OF IGNITION. AVDID BREATHING VAPDRS. VENTILATE AREA. REMOVE WITH INERT
ABSORBENT AND NON-SPARKING T0OLS.

WASTE DISPOSAL METHODS: DISPOSE IN ACCORDANCE WITH LCCAL, STATE AND FEDERAL
REGULATIONS. INCINERATE IN APPROVED FACILITY. DO NOT INCINERATE CLOSED
CONTAINERS.

Sl SECTION VITI-SPECTAL PRITECTION INFORMATION scfekiokisioksuliokiokios

RESPIRATORY PROTECTION:

IF EXPOSURE EXCEEDS QCCUPATIONAL EXPOSURE LIMITS INDICATED IN SECTION II USE
NIOSH APPROVED CRGANIC VAPDOR RESPIRATOR. IN CCNFINED AREAS USE NIOSH APPROVED
AIR LINE TYPE RESPIRATORS OR HIZDS.

VENTILATIONS: WHERE EMPLOYEES MAY BE EXPOSED, PROVIDE GENERAL DILUTIODON DR LOCAL
EXHAUST VENTILATION IN VOLUME AND PATTERN TO KEEP TLV OF HAZARDOUS INGREDIENTS
In SECTION II BELOW RECUOMMENDED (ACGIH) OR REGULATED (OSHAD LIMIT. WHERE
EMPLOYEES WILL NCT BE EXPOSED, KEEP LEL IN SECTION II BELDW 235% OF LIMITY
PROTECTIVE 5LOVES: B8UTYL RUBBER PREFERRED. NEOPRENE OR NITRILE ACCEPTABLE.

EYE PROT

it

CTIGON? SPLASH PROOF GUGGLES AND/OR FACE SHIELD.

OTHER PROTECTIVE EZQUIPMENT:!
PROTECTIVE CLOTHING SUCH AS BUTYL, NEOPRENE, OR NITRILE RUBBER APRON ACCEPTABLE.
A SAFETY SHOWER, AN EYE 3ATH, AND WASHING FACILITIES SHOULD BE AVAILABLE.

S sokskookoioopor. SECTION IX=SPECTIAL PRECAUTIONS soiuissoisiiokduioisoisorisiks
PRECAUTIONS TG BE TAKEN IN HANDLING AND STORING: DO NOT STORE ABOVE 120 DEG. F.
STORE LARGE QUANTITIES IN BUILDINGS DESIGNED FOR STORAGE OF FLAMMABLE LIQUIDS.

OTHER PRECAUTIONS: DO NOT TAKE INTERNALLY. CONTAINERS SHOULD BE GROUNDED
WHEN POURING. AVOID FREE FALL OF LIQUID IN EXCESS OF A FEW INCHES.

CONTAMINATED CLOTHING SHOULD BEZ WASHED BEFOR

n

REUSE

0O NOT SAND, FLAME CUT, BRAZE 0OR WELD THE DRY COATING WITHOUT NIOSH
APPROVED RESPIRATOR OR APPROPRTIATE VENTILATION.

OBSERVE PRECAUTIONARY LABEL WARNINGS,

PREPARED BY R. A. PROKOP

BOE-C6-0190036



